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Abstract. The exploration of habitable environments on or
inside icy moons around the gas giants in the solar system
is of major interest in upcoming planetary missions. Exactly
this theme is addressed by the JUpiter ICy moons Explorer
(JUICE) mission of ESA, which will characterise Ganymede,
Europa and Callisto as planetary objects and potential habi-
tats.

We developed a prototype of the Neutral Gas and Ion
Mass spectrometer (NIM) of the Particle Environment Pack-
age (PEP) for the JUICE mission intended for composition
measurements of neutral gas and thermal plasma. NIM/PEP
will be used to measure the chemical composition of the exo-
spheres of the icy Jovian moons. Besides direct ion measure-
ment, the NIM instrument is able to measure the inflowing
neutral gas in two different modes: in neutral mode, where
the gas enters directly the ion source (open source), and in
thermal mode, where the gas gets thermally accommodated
to the wall temperature by several collisions inside an equi-
librium sphere, called antechamber, before entering the ion
source (closed source).

We performed measurements with the prototype NIM us-
ing a neutral gas beam of 1 up to 4.5 km s−1 velocity in the
neutral and thermal mode. The current trajectory of JUICE
foresees a flyby velocity of 4 km s−1 at Europa; other flybys
are in the range of 1 up to 7 km s−1 and orbital velocity in
Ganymede orbits is around 2 km s−1. Different species are
used for the gas beam, such as noble gases Ne, Ar, Kr as well
as molecules like H2, methane, ethane, propane and more
complex ones.

The NIM prototype was successfully tested under realis-
tic JUICE mission conditions. In addition, we find that the
antechamber (closed source) behaves as expected with pre-

dictable density enhancement over the specified mass range
and within the JUICE mission phase velocities. Furthermore,
with the open source and the closed source we measure
almost the same composition for noble gases, as well as
for molecules, indicating no additional fragmentation of the
species recorded with the antechamber for the investigated
parameter range.

1 Introduction

JUpiter ICy moons Explorer (JUICE) is an L-class mission
of ESA, which will investigate and characterise Ganymede,
Europa and Callisto as planetary objects and potential habi-
tats (JUICE Team, 2012; Grasset et al., 2013). The current
trajectory of the JUICE spacecraft foresees a flyby veloc-
ity of 4 km s−1 at Europa, other flybys in the range of 1 up
to 7 km s−1 and orbital velocity in Ganymede orbits around
2 km s−1.

The Particle Environment Package (PEP) carried by
JUICE combines remote global imaging with in situ mea-
surements to study the atmospheres, plasma environments,
and magnetospheric interactions and to determine global sur-
face composition and chemistry, especially as related to hab-
itability (Barabash et al., 2013).

NIM, the Neutral Gas and Ion Mass spectrometer, is part
of the PEP suite and will be used to measure the chemical
composition of the regular atmosphere produced by subli-
mation, energetic particle bombardment and photon interac-
tion with the surface of the icy Jovian moons (e.g. Wurz et
al., 2014; Vorburger et al., 2015). The NIM measurements
include volatile species, contributions from non-ice material
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Figure 1. Photograph of CASYMIR calibration facility in clean
room area (class 100) with attached UHV chamber for the NIM
prototype in the rear.

on the surface and the isotopic composition of major species.
In addition, the ion composition of the ionospheres will be
measured by direct ion measurement of NIM (ion mode).

We developed a prototype of the NIM instrument, part of
PEP, for the JUICE mission and performed measurements
with the prototype instrument using a neutral gas beam of
1 up to 4.5 km s−1 velocity, containing different species in
the neutral (open-source) and thermal (closed-source) mode.
The reason for inventing the thermal mode is the large field of
view for the neutral gas, which covers basically a half-sphere
opening angle. This allows measurement not only near clos-
est approach of a flyby but also at farther distances where the
ram direction is outside the narrow field of view of the neutral
mode. Furthermore, thermalised neutrals possess low energy
spread, which results in best possible performance in terms of
mass resolution and transmission. In contrast, the operation
in thermal mode may cause complex interactions of the in-
coming species with the inner wall material of the sphere re-
sulting in fragmentation and chemical alteration. Therefore,
the results of these measurements with respect to fragmen-
tation and density enhancements in the closed-source mode
are presented here. Furthermore, we give a direct comparison
between open- and closed-source mode measurements.

2 Experimental methods

2.1 Calibration facility

To obtain a neutral gas beam at reasonable velocities, the
CASYMIR (calibration system for the mass spectrometer in-
strument ROSINA) calibration facility has been used in com-
bination with the UHV chamber, housing the NIM prototype.
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Figure 2. Scheme of NIM prototype illustrating its three operational
modes.

The scope of the CASYMIR project was the development of
a calibration chamber with the aim of testing and calibrating
the two ROSINA mass spectrometers for the Rosetta mission
(Graf et al., 2004). CASYMIR consists of a vacuum system
with several pumping stages leading to an ultra-high vacuum
of a few 10−10 mbar, where the instrument is attached. A
supersonic molecular beam is created by thermal expansion
from a heated nozzle up to a maximum speed of 4.5 km s−1,
which is reached with H2, the lightest gas. The gas mixture
for the beam is supplied from a special designed gas mixing
unit (GMU) that allows mixtures of different gases. A pho-
tograph of the CASYMIR calibration facility with attached
UHV chamber in clean room is displayed in Fig. 1. All tests
in neutral mode and thermal mode were performed with the
NIM prototype installed in the UHV chamber attached to the
CASYMIR facility.

2.2 NIM prototype

NIM is a time-of-flight instrument with heritage from the
RTOF sensor of the ROSINA instrument on the Rosetta mis-
sion (Scherer et al., 2006; Balsiger et al., 2007) and the P-
BACE instrument (Abplanalp et al., 2009). The NIM is de-
signed to operate in three different modes:
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Figure 3. Photograph of NIM prototype with cabling and rotation
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– In the thermal mode (th-mode), the neutral gas is de-
celerated from spacecraft velocity down to thermal en-
ergies by an equilibrium sphere, called antechamber,
and passed on into the ion source in thermal state (th0

species in Fig. 2), to be ionised by an electron beam and
stored until the subsequent guidance through the ion op-
tics to the detector. This mode (also referred to as closed
source in the literature) is used for neutral gas measure-
ments at any mission phase, mainly during Europa torus
crossing and all other flybys.

– In the neutral mode (n-mode), the neutral gas (n0

species in Fig. 2) enters directly the ion source with the
speed relative to the spacecraft, is ionised by an electron
beam and subsequently guided through ion optics to the
detector. This mode (also referred to as open source
in the literature) is used for neutral gas measurements
close to the moon, mainly during closest approach at
flyby or in orbit phase.

– In the ion mode (i-mode), thermal ions from the ambi-
ent plasma (i+ species in Fig. 2) enter the ion source
with the speed relative to the spacecraft and are directly
guided through ion optics to the detector. This mode
(also referred to as open source in the literature) is used
for thermal ion measurements of ionospheric ions close
to the moon, mainly in orbit phase or near closest ap-
proach during flyby.

These three different modes are illustrated in Fig. 2 together
with the entire ion-optical scheme of the NIM prototype in-
strument. In ion mode (i-mode) the ions from the ambient
plasma enter directly into the ion source with spacecraft ve-
locity in ram direction. In neutral mode (n-mode) the neutral
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Figure 4. Scheme of neutral gas beam entry in th-mode at
CASYMIR measurements. View from top; see Fig. 2.
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Figure 5. Scheme of neutral gas beam entry in n-mode at
CASYMIR measurements. View from top; see Fig. 2.

gas is also entering directly into the ion source with space-
craft velocity in ram direction, which is a so-called open
source. The neutral gas is then ionised around the central axis
of the ion source by an electron beam produced by a filament
and the generated ions are deflected by ion optics towards
ion source exit. In thermal mode (th-mode) the neutral gas is
first entering a sphere and then decelerated by hitting the in-
terior wall many times, thus establishing thermal equilibrium
of the gas with the walls of the antechamber. This is exactly
the principle of an antechamber, which is a so-called closed
source. The thermalised neutral gas from the antechamber
enters the ion source, where it is ionised by the electron beam
and the generated ions are again deflected by ion optics to-
wards ion source exit.

The advantage of operation in th-mode is the large field
of view for the neutral gas entering a small hole in the an-
techamber, which covers basically a half-sphere opening an-
gle. This allows measurement not only near closest approach
of a flyby but also at farther distances where the ram direction
is outside the narrow field of view of the neutral mode. Fur-
thermore, thermalised neutrals do not possess large energy
spread (constant energy instead of constant velocity), which
results in best possible performance in terms of mass res-
olution and transmission. The disadvantage of operation in
th-mode is the complex interactions of the incoming species
with the inner wall material of the sphere resulting in frag-
mentation and chemical alteration. However, the measure-
ments obtained in th-mode can then be compared with those
obtained by the n-mode at closest approach of a flyby or in
orbit phase. Furthermore, inter-calibrations between th-mode
and n-mode can be done in the laboratory.
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Figure 6. Ratio of signal in thermal mode to signal in neutral mode as function of beam velocity in (a) and as function of mass in (b).

Figure 3 shows a photograph of the NIM prototype with
cabling and rotation mechanism, which covers a measure-
ment range of 180◦ (±90◦ with respect to ram direction and
antechamber entrance hole). On the left-hand side of Fig. 3,
the tested antechamber with DLC coating can be seen. DLC
stands for diamond-like carbon, which is an amorphous car-
bon material that displays some of the typical properties
of diamond. A gold-coated antechamber, which is not de-
picted here, was tested as well. As has already been discussed
above, the antechamber is used in th-mode as closed source
to equilibrate the incoming neutral gas beam to thermal en-
ergies. The field of view covers basically a half-sphere, in
which the effective particle number density is modulated by
a cosine of the entrance angle with respect to the normal of
the opening hole.

Because of the thermalisation of the incoming gas, the an-
techamber produces a density enhancement compared to the
open source, which can be calculated as follows (Wurz et al.,
2007):
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=
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where ncs is the closed-source number density, nos is the
open-source number density, Ta the ambient gas temperature,

Ts the antechamber temperature, ω is the cone half-angle of
the open source, vsc the spacecraft velocity and χ its angle
with respect to the surface normal of the entrance aperture,
m the mass of the gas, k the probability of a molecule be-
ing re-emitted after colliding with the interior surface, di the
opening hole diameter and ds the diameter of the exit hole to
the ion source.

2.3 Measurement method

Measurements with the NIM prototype, built into the UHV
chamber, using a neutral gas beam of realistic velocities in
the n-mode (open source) and th-mode (closed source) have
been performed. To obtain a neutral gas beam at realistic ve-
locities, the CASYMIR facility has been used (see Sect. 2.1).
Different species and gas mixtures are used, such as noble
gases Ne, Ar, Kr as well as molecules like H2, CH4, C2H6,
C3H8 and more complex ones.

The used measurement characteristics are discussed in the
following. On the one hand, Fig. 4 shows the scheme of neu-
tral gas beam entry in th-mode at the CASYMIR measure-
ments, where the neutral gas beam with Gaussian beam pro-
file impinges on the antechamber opening hole with 4 mm
diameter, which can be rotated±90◦. The antechamber mea-
sures 40 mm in diameter and is DLC-coated inside (gold-
coated antechamber is also tested) with mounting screws at
±45◦ from 0◦ position.
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Figure 7. The results of azimuthal rotation campaign conducted in CASYMIR facility. Panels (a, b) are for species in the neutral beam;
panels (c, d) are for species of the residual gas. Panels (a, c) are for n-mode measurements; panels (b, d) are for th-mode measurements.

On the other hand, Fig. 5 shows the scheme of neutral
gas beam entry in n-mode for the CASYMIR measurements,
where the neutral gas beam with Gaussian profile enters
the open (line-of-sight) entrance rings, which can be rotated
±90◦. The opening angle with respect to elevation is ∼ 11◦,
which is given by the line-of-sight geometry for the entrance
with dimensions 2 mm× 6 mm (thickness×width) and ad-
ditional mounting pillars of 4 mm every 30◦.

Generally, the Gaussian gas beam, with width of
about 11 mm at instrument entrance, has a flux of about
2× 1012 cm−2 s−1, which corresponds to a pressure of
10−9 mbar of a selected gas mixture at a pressure of about
10−10 mbar of residual gas in the UHV chamber, mainly con-
sisting of N2, H2O, CO and CO2 gas. Furthermore, the ionis-
ing electron beam was kept at 100 µA for all measurements,
but can be operated between 10 and 1000 µA. In fact, all anal-
yses were made based on a final mass spectrum consisting
of 100 000 accumulated single spectra, which is called one
measurement in our case.

3 Results and discussion

3.1 Beam velocity results

For the beam velocity campaign, measurements with all
stated gas mixtures at different velocities (1 up to 4.5 km s−1)

for both modes, n-mode and th-mode, at 0◦ position each,
have been performed. The result summary of this campaign
is presented in Fig. 6, where the ratio of the measured peak
area normalised to 10−9 mbar between th-mode and n-mode
is shown. In the upper panel a of Fig. 6, the ratio of peak

areas of the th-mode to the n-mode, the c–o ratio, is plotted
versus the beam velocity for the different species in the mea-
sured gas mixtures. Additionally, the density enhancement
model, described above (see Eq. 1), is given as solid lines for
the corresponding molecular masses of the analysed species.
In the lower panel b of Fig. 6, the c–o ratio is plotted versus
the species mass for different beam velocities. Likewise, the
density enhancement model, described above (see Eq. 1), is
given as solid lines for the corresponding beam velocities.

The measured c–o ratio is in good agreement with the cal-
culated density enhancement for noble gases like Ne and
Kr, as well as molecules like CH4, C2H6 and C3H8. Be-
cause of the good agreement, it can be extrapolated for all
JUICE mission phases. Therefore, the behaviour of the an-
techamber (closed source) together with the NIM prototype
could successfully be verified for gas beam velocities of 1 up
to 4.5 km s−1, which covers the majority of JUICE mission
phases, including Europa flyby and Ganymede orbit. The
verified mass range in n-mode and th-mode goes from 2 (H2)

up to 84 u (Kr), which is most relevant for the JUICE mis-
sion. However, NIM supports a mass range up to 1300 u e−1

for a 25 µs measurement.

3.2 Azimuthal rotation results

For the azimuthal rotation campaign, measurements of all
stated gas mixtures at different azimuthal entrance angles
(±90◦ from 0◦ position) for both modes, n-mode and th-
mode, at the same velocity for each gas mixture (2 up to
3 km s−1) have been conducted. The result summary of this
campaign is presented in Fig. 7, where the measured species
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Figure 8. Isotope analysis results of mass spectra from CASYMIR measurements, obtained by summing up 100 000 individual spectra.

area normalised to 10−9 mbar versus azimuthal rotation an-
gle is shown. In the upper left panel a of Fig. 7, the n-mode
area is plotted for different species in the measured gas mix-
tures. The solid lines give the expected behaviour, which is
independent (constant) with respect to the azimuthal entrance
angle, except for a drop of the signal, where the mounting
pillars of the ion source are in line of sight (see Fig. 5). This
could be verified with the open-source measurements rang-
ing from −90 to +90◦ for different species in the measured
gas mixtures. The beam velocity for this campaign was kept
between 2 and 3 km s−1 depending on the gas mixture.

In the upper right panel b of Fig. 7, the th-mode area is
plotted for different species in the measured gas mixtures.
The solid lines give again the expected behaviour, which fol-
lows a cosine of the entrance angle modulated by the Gaus-
sian beam profile. In space, the curves are expected to be
purely cosine of the angle between entrance aperture of the
antechamber and the spacecraft velocity, since the incom-
ing gas is equally distributed in space (at least locally) and
has in principle a flat profile. However, the th-mode mea-
surements are in good agreement with the expected profile
around ±30◦. Outside of ±30◦, unexpected side lobes occur
with maxima at ±45◦, which we attribute to scattering of the
gas beam at the mounting screws of the antechamber (see
Fig. 4).

The measured species from the residual gas in the vacuum
chamber are expected to be independent of the azimuthal ro-
tation angle for both the n-mode and the th-mode, as is shown
by the measurement of the residual gas species N2, CO, CO2
and H2O in n-mode, in the lower left panel c of Fig. 7, and in
th-mode, in the lower right panel d of Fig. 7.

3.3 Isotope analysis results

For the isotope analysis, measurements with all stated gas
mixtures at velocities between 2 and 3 km s−1 for both
modes, n-mode and th-mode, at 0◦ position each, have been
selected. The isotope analysis results for both th-mode and
n-mode are shown in Fig. 8. In the top panel a of Fig. 8,
the measured isotope abundance is plotted for elements (no-
ble gases like Ne and Ar) in comparison with the natural ta-
ble of isotopic abundances (CIAAW, 2016). In the bottom
left panel c of Fig. 8, its relative accuracy to natural isotopic
abundances is given. Here, the measured relative isotopic ac-
curacy to natural abundance reaches from 100 ppm for 40Ar
in th-mode up to almost 1 for 36Ar in n-mode, depending on
the signal-to-noise ratio (SNR) up to the detection limit. Two
additional insets in Fig. 8a show a zoom on the 22Ne isotope
and 36Ar isotope, whereas 21Ne and 38Ar are not visible and
below the detection limit at this beam flux and NIM opera-
tion conditions. The n-mode and th-mode mean accuracies
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Figure 9. Typical mass spectrum of a th-mode measurement of a gas mixture of H2, Ne, Kr and C3H8. The spectrum is a background
corrected sum of 100 000 individual spectra.

are different due to the density enhancement, which also re-
sults in a SNR enhancement and therefore a better accuracy
for th-mode. In addition, NIM was not optimised for isotope
measurements during these campaigns.

In the middle panel b of Fig. 8, the fragmentation pat-
tern normalised to the total abundance is plotted for the
molecule C3H8 (propane) in comparison with the NIST elec-
tron ionisation abundance from NIST Chemistry Webbook
(Web NIST, 2016). Mass lines with isotopic interference are
marked and omitted for the analysis. An additional inset in
Fig. 8b shows a zoom on the mass line of 13 u e−1. The mea-
sured mean relative isotopic accuracy to NIST electron ioni-
sation abundance, shown in the bottom right panel d of Fig. 8,
is between 10 and 20 % for both n-mode and th-mode, which
is about the NIST measurement accuracy and suggests, to-
gether with the noble gas results, a much higher accuracy for
the NIM prototype instrument. Moreover, the direct compari-
son of the n-mode (open source) and th-mode (closed source)
shows the same fragmentation pattern; i.e. there is no evi-
dence for any fractionation effects inside the antechamber,
since both modes measure almost the same composition, at
least for the measured molecules H2, CH4, C2H6 and C3H8,
as well as methanol vapour and propanol vapour.

A typical mass spectrum, measured in th-mode with a gas
mixture of H2, Ne, Kr and C3H8, is illustrated in Fig. 9. An
additional inset in Fig. 9 shows a zoom on the 20Ne and 22Ne
isotopes, whereas 21Ne is not visible and below the detection
limit at this beam flux and NIM operation conditions.

4 Conclusion

The NIM prototype has been successfully tested under real-
istic JUICE mission conditions. In addition, the antechamber
(closed source) behaves as expected with predictable density
enhancement over the specified mass range and within the
JUICE mission phase velocities. Moreover, n-mode (open
source) and th-mode (closed source) measure almost the
same composition for noble gases, as well as for molecules,
indicating no additional fragmentation of the species inside
the antechamber. This holds for both versions of the an-
techamber, the DLC-coated one and the gold-coated one, re-
spectively, which were both successfully tested.

5 Data availability

The data used in this paper can be found in the Supplement.

The Supplement related to this article is available online
at doi:10.5194/gi-6-1-2017-supplement.
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